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NeEVW PRODUCT: .«ﬁn

K-1LS smart positioning arm

New plug-and-play smart positioning arm compatible for the K-DUCER

Program screw positions directly in the KDU-1A No TLST controller needed!

Customers with K-DUCER and TLST can easily upgrade to the K-TLS by purchasing
only the new K-TLS adapter P/N 020049 and upgrading the KDU-TA firmware to v40

New customers can order K-TLS positioning arms, plug-and-play with the K-DUCER

screw 1/3 screw 1/3

screw 4 1/88 » PR: 1

‘ Currently set to: L.78 mm A:35°

numseroFscrews [
TOLERANCE [N 10 BAY 3 R

SET SCREW POSITIONS

L:133mm A 41°

0 o 0°

TARGET: 2.27 MIN: 720 MAX: 300

O 0°

TARGET: 2.27 MIN: 720 MAX: 900

Sett‘ mg screw DOS‘UOHS :-2mm  A:0.8° @ 0 L12mm  Ar-3.5° @ 0

Arm located at saved position: Arm outside saved position:
screwdriver enabled screwdriver disabled
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o OMATIC HARD JOINT .«ﬁn

scrRew 1/5
Hard joint Screw

3.30w»  945°

TARGET: 3.00 Nm MIN: 9000 MAX: 12000

I e @ @ 0

TORQUE vs TIME

v SCREW OK

HARD JOINT DETECTED

Soft joint Hard joint

HARD JOINT DETECTED
DECREASE DOWNSHIFT
SPEED OR THRESHOLD

TO IMPROVE PRECISION

HARD JOINT DETECTED
USE ‘DOWNSHIFT' TO
IMPROVE PRECISION

OK OK

KDU-TA NEW FEATURE



CONVENIENCE FEATURES Kﬁn

«— 47753 » Drogram menu: PR:1  ADVANCED TORQUE
e N COD}/*D@SY@ any
orogram to

REVERSE, RAMP, TIME N cnot her program

B50 RPM - 1.50 Nm Pre-Rev: Off  Auto-Rev: Off Ramp: 0.3

Program menu:
SAVE CHANGES? Press & Hold YES
to save and
return directly to
main screen

NO YES

PCB-A CORNER SCREWS

«— FACTORY RESET

Select screwdriver for default program values:

1/4 screw 1/2

Main screen:
Press & Hold SKIP

2.2 wn (RPN o skip to next

General settings menu:
KDS-MT1.5 KDS-PL6 KDS-PL10 KDS-PL15 l:a Cto ry reset tO d efa u ‘ t
KDS-PL20 KDS-PL30 KDS-PL35 KDS-PL45 p rO g ra m \/a | U eS fo r a ny

4

screwdriver model TARGET:2:22 Rl Orogram (instead
@ screw o (- Y=Y &) Of screw)

Substitute units: assign different torgue measurement units to each program (optionally)
Measurement units now include [bf-ft
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CONNECTIVITY Kﬁn

Use any two ethernet protocols simultaneously:

Modbus TCP (incl. K-Expand) + Open Protocol

Modbus TCP + ToolsNet

Open Protocol + ToolsNet

Support for Open Protocol MIDs 2500 & 2501 read and modify program parameters
Updated API for C# (NuGet) and library for Siemens S7 PLC

10x faster configuration download from KDU to K-Expand

)
1
(Y
)
}_
<
1]
[
(1
~
<
)
A
N



	Slide 1
	Slide 2: KDU-1A NEW FEATURES
	Slide 3: KDU-1A NEW FEATURES
	Slide 4: KDU-1A NEW FEATURES
	Slide 5: KDU-1A NEW FEATURES

